
Scan Speed 150 ~ 300mm/s Scan Time (max) (s) 30

Environment Specification
Operating Temp: -20 ~ 60
Storage Temp: -25 ~ 70
Operating Humidity: 5 ~ 90

Detection Capability
Explosive & IEDS, narcotics,
liquids and other light or
organic materials

Operating Time (h)
6 (depending on operaional 
characteristic) Storage Capacity （64GB）>10000 scans

Generator Voltage (kV) 140 Steel Equivalent Penetration
(steel) (mm) 7

Offer Validity 14 Days Payment 50% down payment and 
50% before delivery

Tax Exclude PPN Included in the Price
1 year service warranty, 
installation and delivrey within 
Jabodetabek areas

Scanner Battery  6 hours Scan Speed
12.5 cm (5 in.) – 77 cm
(30 in.) per second

Operating Conditions
Rain, snow, high winds, and 
altitudes up to 4,500m  
nominally

Environment Specification

Operating Temp: -20 °C (-4 
°F) to 60 °C (140 °F)
Storage Temp: -40 °C (-40 °F) 
to 70°C (158 °F) 

OS Android 10 Scanner Dimension 21.1*28.2*18.5 cm (L*W*H)

Scanner Weight 4.3 kg Compliance CE directive 2004/108/EC 

Offer Validity 14 Days Payment 50% down payment and 
50% before delivery

Tax Exclude PPN Included in the Price
1 year service warranty, 
installation and delivrey within 
Jabodetabek areas

Rp 3.752.700.000

Per Unit Rp1.876.750.000

Price

Terms & Conditions

SALES TERMS

Notes Estimation for delivery is in 10 weeks after down payment.

Per Unit

HCBS-A1SM Specifications

SALES TERMS

Price/Unit

Terms & Conditions

Notes Estimation for delivery is in 10 weeks after down payment.

PX1 HANDHELD Z BACKSCATTER SCREENING SYSTEM Specifications



IMAGING THE FUTURE

HCBS Handheld 
Backscatter Imager

High-resolution, real-time imaging

Compact structure, capable of single-sided imaging and

imaging in narrow spaces

Automatic image optimization for better visualization and

identification of potential security threats

Capable of detecting firearms, explosive devices, dictagraphs,

illegal drugs, and other contrabands hidden on metal and

non-metal surfaces

Optional integration with our company's wireless flat panel

detector, achieving more efficient simultaneous backscatter

and transmission imaging to meet various inspection

requirements

HCBS-A1SM

| Boarders |

|  Airports |

|  Prisons |

|  Customs |

|  Goverment facilities |

|  Metros |



技术参数

Dimensions Unit : mm

[ Luna 1012V ]

HCBS Handheld Backscatter Imager

IMAGING THE FUTURE

General Specification

Scan Speed (mm/s)

Scan Time (max) (s)

Generator Voltage (kV)

150 ~ 300mm/s

30

140

Detection Capability Explosive & IEDS, narcotics,
liquids and other light or 
organic materials

Penetration

Steel Equivalent Penetration 
(steel) (mm)

7

Power Supply

Operating Time (h) 6 (depending on operaional
       characteristics)

System Capacity

Storage Capacity （64GB）>10000 scans

Imaging Processing System

Image Acquisition Mode

Imaging Processing

Real Time

Image Mosaic, photographed,
contrast, brightness, 
enhancement, pseudo color, etc

Environment Specification

Operating Temperature (°C)

Storage Temperature (°C)

Operating Humidity (%)

-20 ~ 60

-25 ~ 70

5 ~ 90

Scanner Dimensions

System Weight (kg)

System Size (mm)

3.9

293×228×190

HCBS-A1SM

drugs with 
different shape 

and size

backscattered 
image of drugs

pseudo color 
image of drugs

transmission 
image of drugs drugs inside tire fire extinguisher drugs inside 

mouse
drugs under 
engine-hood

Scan Images



 

 

IMPROVING  
SECURITY  
FORCES’ VISION 

Handheld backscatter x-ray imager 

 

The first generation of true inspection technology 

See through 
More power equals better image performance. 
With 140 keV and our patented optics, seeing 
through more material with greater depth is 
now possible. 

Reduce Uncertainty 
We know the risks involved. That is why we 
have worked to bring the highest surface 
penetration handheld system to the market 
–keeping our security forces safe and one step 
ahead at all times. 

Optimizing time 
Portability and superior image quality can 
definitely expedite the inspection process by 
allowing for quick scans and dispositioning of 
potential threats without compromising safety 
and security. 

Accomplish the mission 
Our focus is to develop innovative technology 
that empower those who proudly serve to 
keep society safe from threats and 
uncertainties.  

 
 

HIGHER ENERGY, 

DEEPER PENETRATION 

 
You have the mission 

We have the vision 

 



 

 

 

SYSTEM SPECIFICATIONS 
SYSTEMSPECIFICATIONS 
• X-ray Source: 140 keV X-ray tube 
 
SCANNER DIMENSIONS & WEIGHT 
 • Length:  21.1 cm (8.3 in.) 
 • Width: 28.2 cm (11.1 in.) 
 • Height: 18.5 cm (7.3 in.) 
 • Weight: 4.3 kg (9.5 lbs.) 
 
OPERATING TIME 
 • Scanner Battery: 6 hours 
 • Scan Speed: 12.5 cm (5 in.) – 77 cm 
(30 in.) per second 
 
OPERATING SYSTEM 
 • System Software: Android 10 
 
TRANSPORT CASE DIMENSIONS 
 • Length: 57.9 cm (22.8 in.) 
 • Width: 46.5 cm (18.3 in.) 
 • Height: 29.7 cm (11.7 in.) 
 • Total System Shipping Weight: 
  13 kg (29 lbs.) 
  
ENVIRONMENT 
 •   Operating Temperature: -20 °C (-4 °F) 
to 60 °C (140 °F) 
 •  Storage Temperature: -40 °C (-40 °F) 
to 70°C (158 °F)  
 •  Operating Conditions: Rain, snow, 
high winds, and altitudes up to 4,500 m 
(14,764 ft) nominally 
 •   In Compliance with: 
 CE directive 2004/108/EC   
 

 
 
RADIATION SAFETY

• Complies fully with all applicable U.S. 
federal health and safety regulations 
  

allowable dose for the general public 
 • To help prevent inadvertent X-ray 
emission, the system is equipped with a series 
of interlocks and visual indicators 
 • Contains no live radiation source 
 
SYSTEM COMPONENTS 
 • PX1 scanner 
 • Rugged transport case 
 • Two (2) rechargeable batteries 
 • Battery charger 
 • Data transfer cable 
 • Shoulder strap 
 • Two (2) wrist straps 
 • Quick Start Guide 
 
SYSTEM OPTIONS 
 • Covert Operations Backpack: Easy 
transport of system and components  
 • Unlimited High-Speed Data Package 
 

 

 

PT MSM TIGA MATRA SATRIA
Jl. Cijawura Girang III Ruko No. 2 F-2 Kel. Sekejati, Kec. Buahbatu, Kota Bandung – 40286

Telepon: (022) 8730 7853
website:www.msmparking.com

Website: www.msmparking.com


